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  650-1650nm

SM or MM Fiber types

Wavelength range

Insertion loss

Insertion loss ripple

Return loss

Max Optical power

＜2dB

＜0.5dB

≥40dB

 Vibration

 Mechanical shock

 MIL-STD-167-1A

 MIL-STD-810G

23dBm

Working temperature

Maximum speed

Storage temperature

 Package style

Jacket types

2000rpm

-45～85℃

-50~+85℃

 Pigtails on both ends

 Connector types FC/SC/ST/LC(PC or APC)

1Channel number

mm

1:1

A0 1/1

TOL UNLESS SPECIFIED

LINEAR

0--18    ±0.1

>18--80  ±0.15

>80--250 ±0.2

ANGLE

x°     ±0.5°
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CRJ 2018.9.17Weight, approx
10g（No tail cable and

connection included）

Estimated life cycle
200-400 million

revolutions

0.9/2/3mm(PVC or Kevlar)
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Specifications

Outline Drawing

Fiber Length 1.0(
+0.2
0.0 )meter STD or As Per Order

18.4±0.2

∅15.2

STATOR

∅6.8 ∅6.0 max

BOOT JACKET

FC CONNECTOR

FC CONNECTOR

∅6.0 max

BOOT

∅8.6

ROTOR

ROTATIONAL

INTERFACE

Fiber Length 1.0(
+0.2
0.0 )meter STD or As Per Order

M1.6×0.35-6H 3.2

(4×90°)

JACKET 1.3
2.6

0.4±0.2

∅11.6

(ON STATOR)

∅6.6

(ON ROTOR)

1.1

(4×90°)
1.8

(4×90°)

IP rating IP65 or IP68

LPFO-01A
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视角

PROJ.
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