
Lungh.totale Lungh.utile Lungh.totale Lungh.utile
Total length Usable length Total length Usable length

m m m m
1/2" 3,5 3,0 3,5 3,0

5/8" - - 2,6 2,1

3/4" - - 2,6 2,1

1/2" 5,0 4,5 5,0 4,5

5/8" - - 4,0 3,5

3/4" - - 4,0 3,5

1/2" 8,0 7,5 6,8 6,3

5/8" - - 5,4 4,9

3/4" - - 5,4 4,9

1/2" 10,0 9,5 8,5 8,0

5/8" - - 7,0 6,5

3/4" - - 7,0 6,5

1/2" 12,0 11,5 12,0 11,5

5/8" - - 8,8 8,3

3/4" - - 7,5 7,0

1/2" 13,0 12,5 - -

5/8" - - 10,0 9,5

3/4" - - 9,0 8,5

1/2" 18,0 17,5 16,4 15,9

5/8" - - 13,0 12,5

3/4" - - 11,5 11,0

1/2" 25,0 24,0 21,0 20,0

5/8" - - 17,5 16,5

3/4" - - 16,0 15,0

1/2" 30,0 29,0 29,0 28,0

5/8" - - 23,0 22,0

3/4" - - 21,0 20,0
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              ENROULEUR  À 2 TUYAUX JUMELES "SERIE 19" DOPPELSCHLAUCHROLLE "SERIE 19"

              AVVOLGITUBO GEMELLATO A 2 VIE  "SERIE 19 " "SERIES 19" TWIN-HOSE REEL 
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AGD470 = MODELLO DESTRO / RIGHT MODEL
AGS470 = MODELLO SINISTRO / LEFT MODEL

Es. ORD. AGD470.19.12.B2
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OK OK Option

MAX 
80 l/min

MAX HOSE SPEED
30 m/min
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